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REV.JECN NO OR DESCRIPTION | REVISED | DATE
A ] PDR NO.:T191250-2A~C JY 2020.03.20
B | ECN NO.:.5202211-R09 MF 2022.11.15

NOTES:
1. WATERPROOF RATE: IP67(WHEN PROPERLY MATED)

IP67: IMMERSED IN 1M WATER FOR 30 MINUTES

SEAL  FOR CABLE 0OD:¢3.5mm~85.5mm

OTHER GENERAL SPEC. TO REFER "RJ45 SERIES SPEC”.
. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC. [
. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [a.p-pass]
. ORDER INFORMATION: 2TJ301X~W05100H
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“ Y F RJ45 PLUG 1 SEE NOTE 6 N/A
— B\l E GASKET 1| SILICONE BLACK
N D [ __CLAWP RING |1 [PA66 BLACK
 —
- m_ C LOCK NUT 1 | PA66 BLACK
z B SEAL 1 EPDM BLACK
N A SEALING NUT 1 PAGO BLACK
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/ UNLESS OTHERWISE § Suzhou Singatron Auto Electronics CO.,LTD.
v L I SPECIFED TOLERANCES M= "EmE F AR T]
o - DECIMALS: ANGLES: |TITLE | WATERPROOF RJ45 PLUG
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