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Battery Connectors

2NV2Y00-WF0XXXH
2NV2Y00-WM0XXXH

2+5pin

80A
120A

Female Male

2NV2Y00-WF0XXXH 2NV2Y00-WM0XXXH

Voltage

Insertion Force

Operating Temperature

Electrical Characteristics

Mechanical Characteristics

Environmental Characteristics Application

72V ( power pin ) / 5V ( signal )

100N Max.

-40°C~+85°C Battery

Curren

Withdrawal Force

Waterproof

80A / 120A ( power pin ) 1.5A ( signal pin ) 

100N Max.

IP67

Contact Resistance

Life Test

ROHS Compliant Product

30mΩ

5,000 Cycle

Dielectric Withstanding Voltage 500V AC For One Minute
Insulation Resistance 100MΩ  Min.
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Battery Connectors

2NV2Y00-WF0XXXH
2NV2Y00-WM0XXXH

2+5pin

150A
200A

Female Male

2NV2Y00-WF0XXXH 2NV2Y00-WM0XXXH

Voltage

Insertion Force

Operating Temperature

Electrical Characteristics

Mechanical Characteristics

Environmental Characteristics Application

72V ( power pin ) / 5V ( signal )

120N Max.

-40°C~+85°C Battery

Curren

Withdrawal Force

Waterproof

150A / 200A ( power pin ) 1.5A ( signal pin ) 

120N Max.

IP67

Contact Resistance

Life Test

ROHS Compliant Product

30mΩ

5,000 Cycle

Dielectric Withstanding Voltage 500V AC For One Minute
Insulation Resistance 100MΩ  Min.
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Battery Connectors

2BA2058-W00006F
2BA2058-W10006F

2+6pin

．

120A

Female Male

2BA2058-W00006F 2BA2058-W10006F

Voltage

Insertion Force

Operating Temperature

Electrical Characteristics

Mechanical Characteristics

Environmental Characteristics Application

72V ( power pin ) / 5V ( signal )

50N Min.

-30°C~+85°C Battery

Curren

Withdrawal Force

Waterproof

120A ( power pin ) 2A ( signal pin ) 

50N Min.

IP67

Contact Resistance

Life Test

ROHS Compliant Product

7mΩ ( power side) 40mΩ ( signal side )

5,000 Cycle

Dielectric Withstanding Voltage 500V AC For One Minute
Insulation Resistance 500MΩ  Min. at 500VDC
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2NW2Y02-WF0060H
2NW2Y02-WM0060H

2+8pin

Female Male

2NW2Y02-WF0060H 2NW2Y02-WM0060H

Voltage

Insertion Force

Operating Temperature

Electrical Characteristics

Mechanical Characteristics

Environmental Characteristics Application

1000V DC / 600V AC ( power pin ) / 5V ( signal pin )

80N Max

-40°C~+105°C Battery

Curren

Withdrawal Force

Waterproof

60A / ( power pin )  1.5A ( signal pin ) 

80N Max

IP67

Contact Resistance

Life Test

ROHS Compliant Product

30mΩ Max.

5,000 Cycle

Dielectric Withstanding Voltage 3000V AC For One Minute
Insulation Resistance 500MΩ  Min. ( Drying ), 200MΩ Min. RH 95%, Measured by 4800V DC

Battery Connectors

60A
100A
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Battery Connectors

2EB2Y33-W06300F
2EB2Y32-W06300F

6pin

．

3A

Female Male

2EB2Y33-W06300F 2EB2Y32-W06300F

Voltage

Insertion Force

Operating Temperature

Electrical Characteristics

Mechanical Characteristics

Environmental Characteristics Application

300V DC

20N~45N

-40℃ ~+125℃ Battery

Curren

Withdrawal Force

Waterproof

3A

20N~45N

IP67

Contact Resistance

Life Test

ROHS Compliant Product

60mΩ Max.

100 Cycle

Dielectric Withstanding Voltage 500V AC For One Minute
Insulation Resistance ≥ 100MΩ 


