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NOTES:
1. WATERPROOF RATE: IP67(WHEN PROPERLY MATED)
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES
2. ELECTRICAL CHARACTERISTICS:
1—1. RATING:125V 1.5A
1-2. CONTACT RESISTANCE: 100mQ MAX.(INITIAL)
1-3. DIELECTRIC WITHSTANDING VOLTAGE: 500V AC FOR ONE MINUTE
1—4. INSULATION RESISTANCE: 100MQ MIN. MEASURED BY 500 VDC
3. OTHER GENERAL SPEC. TO REFER "RJ45 SERIES SPEC”.
4. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.

5. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [r.pass]
6. FOR PANEL THICKNESS MAX OF 3.5mm
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E RJ45 JACK 1 [CATSE STP N/A
D GROUND 2 (£5210-EH, T=0.25mm [NICKEL PLATING 60u”
C GASKET 1 |EPDM BLACK
B SCREW NUT 1 | PA66+GF BLACK
A HOUSING 1 |PC BLACK
NO DESCRIPTION QTY MATERIAL PLATING & COLOR |—
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