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F RJ45 _PLUG 1 JCAT6 SHIELD PLUG N/A
NOTES: E | oaskeT 1 [SILICONE BLACK
1. WATERPROOF RATE: IP67(WHEN PROPERLY MATED) D CLAMP_RING 1_[PC BLACK
IP67: IMMERSED IN 1M WATER FOR 30 MINUTES C [ Screw nuT G BLACK
2. ELECTRICAL CHARACTERISTICS: B[ SEAL 17 [EPDM BLACK
WLM W%%%WW%?Q 30m 0 MAX.(INITIAL) A SEALNG WUT__ 11 {PAGO e
— /. . m .
2-3. DIELECTRIC WITHSTANDING VOLTAGE: 750V AC FOR ONE MINUTE O] DESCRPTON il VATERAL CLATIG & COLOR
2—4. INSULATION RESISTANCE: 500MQ MIN. MEASURED BY 500 VDC UNLESS OTHERWISE % Suzhou Singatron Auto Electronics CO.,LTD.
A 3. SEAL FOR CABLE 0D:04.5mm~96.3mm SPECIFED TOLERANCES FONMEE =TT HIR )
4. OTHER GENERAL SPEC. TO REFER "Ry45 SERIES SPEC". DECIMALS:  ANGLES: |TITLE | WATERPROOF RJ45 CAT6 STP PLUG
5. TO CONFORM TO SINGATRON HAZARDOUS SUBSTANCE FREE SPEC.
X +05 X :#2 |DWN | mF  [PART N0.2TJ3009—W05100H
6. GREEN PRODUCT IDENTIFICATION LABEL ON PACKAGING: [ar-rase] o
XX #0.3 XX :£1° [cHrD| JF SCALE 1.1 [UNIT. _mm | @& =3
XXX 402 APVD| Steve |SIZE: A3 |SHEET:1 OF I1|REV: C
CUSTOMER COPY
1 2 3 _ 4 6 7/ _ 3 AR RD-06-043-4



